
.490”
0.350”

1.25”

Dimensions:

LED’s:

Current:

Voltage:

Mounting:

LED colors:

Wire:

Lumens:

Angle:

1” x 0.375” x 0.5” with 14” between lamps

1per lamp

0.03A-0.035A blue/green
0.06A-0.08A red/amber
0.07A-0.09A white

9 - 14V DC

Mounts with secure 3M tape

Blue, White, Green, Red, Amber

14”

50 white

Specifications

D02-A001-1 

D02-B001-1 

D02-G001-1 

D02-R001-1 

D02-W001-1 

Ladder Light Amber 1 Section - 14” Section Length – Pigtail

Ladder Light Blue 1 Sections - 14” Section Length – Pigtail

Ladder Light Green 1 Section - 14” Section Length – Pigtail

Ladder Light Red 1 Section - 14” Section Length – Pigtail

Ladder Light White 1 Section - 14” Section Length – Pigtail

Part Numbers Description Std. Pack Connector

California Proposition 65
WARNING: This product can expose you to 
chemicals including lead, which is known to the State 
of  California to cause cancer, birth defects or other 
reproductive harm

Technical features
 Provides an impressive 50 lumens per pod (white)

 Sealed light is vibration and water proof

 Up to 100 lamps per string, spaced 14 inches

 Easily installed with 3M adhesive tape back of lamp

 Life performance: 50,000 hours

D02
LED Pod Lighting
Aerial Lighting

PHONE: 269-629-4440    EMAIL: sales@tecniqinc.com    WEB: www.TecNiqInc.com

Though designed for use on aerial ladders, this light’s unique form makes it versatile for use in other applications. Designed 

durable enough to handle harsh outdoor environments, yet their modern styling allows them to be used as an interior design 

feature or accent lighting. The modular design allows for any one light to be replaced without major rework. 
See www.TecNiqInc.com for more details and a complete list of part numbers.
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