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Dimensions:

LEDs:

Voltage:

Current:

Connector:

Mounting:

LED colors:

Lumens:

4” x .24”

6 + 6 red (optional)

9 - 14V DC

0.22A-0.26A  white
+0.13A-0.15A  red (optional)
+0.05A-0.07A  blue (optional)

9”

Surface mount using (2) #6 flat head screws 

White, Neutral White, Warm White, 
White/Red, White/Blue

300

Specifications

California Proposition 65
WARNING: This product can expose you to chemicals including lead, which is known to the State of  California to cause cancer, birth defects or other reproductive harm
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TecNiq Inc

E06
4” SILHO-X 
AREA LIGHT

  Technical features
   Shock proof, moisture-resistant design

   Produces 300 lumens   

   Reliable performance for over 50,000 hours

   High-polished stainless steel trim with other finishes available

   Available in color changing RGB option

E06-3S00-1 

E06-LS0R-1 

E06-LSB0-1 

E06-MS00-1 

E06-WB00-1 

E06-WS0R-1 

E06-LS00-1 

Silho-X 4” Round RGB Light SS Trim Ring 10 9” Pigtail

Silho-X 4” Round Neutral White/Red Light SS Trim Ring 10 9” Pigtail

Silho-X 4” Round Neutral White/Blue Combo Light SS Trim Ring 10 9” Pigtail

Silho-X 4” Round Warm White Light SS Trim Ring 10 9” Pigtail

Silho-X 4” Round Cool White Light Black Powder Coat Trim Ring 10 9” Pigtail

Silho-X 4” Round Cool White/Red Combo Light SS Trim Ring 10 9” Pigtail

Silho-X 4” Round Neutral White Light SS Trim Ring 10 9” Pigtail

Part Numbers              Description               Std Connector

See www.TecNiqInc.com for more details and 
a complete list of part numbers.


