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Dimensions:

LEDs:

Voltage:

Current:

Connector:

Mounting:

LED colors:

Lumens:

  w/ SS bracket 6.5”x 3.3”x 3.9”
  no SS bracket 6.5”x 1.4”x 1”

3

9 - 14V DC

0.36A-0.44A

9”

Surface mount using (2) #10 screws or
Stainless Steel Bracket using (5) #10 screws

White

675

Specifications

California Proposition 65
WARNING: This product can expose you to chemicals including lead, which is known to the State of  California to cause cancer, birth defects or other reproductive harm
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TecNiq Inc

E10
GROUND PUMP 
PANEL LIGHT

  Technical features
   Extra wide area of illumination (120° x 50°) covers many applications: 
   task lighting, load lamp, ground lighting, panel lighting, and more

   Waterproof light that is immune to vibration 

   Durable construction that can withstand the harshest conditions 
   lumens illuminates a wide are

E10-W000-1 

E10-WS00-1 

EV Ground/Pump Panel Light 10 Sheathed Pigtail

EV Ground/Pump Panel Light with SS Bracket 10 Sheathed Pigtail

Part Numbers              Description               Std Connector

See www.TecNiqInc.com for more details and 
a complete list of part numbers.

Because of its extra-wide output and rugged construction, TecNiq’s E10  has quickly become the “Swiss Army Knife” of 
the lighting industry. Using TecNiq’s proprietary urethane potting compound this light is sealed to handle the most extreme 
environments (Shown with separate mounting bracket). Originally developed to meet the NFPA regulations for a ground light, 
this super-bright LED light has found uses as a pump panel light, a loading light, a back-up light and a flood light.


