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L10-WB00-1

L10-WB9B-1

L10-WC00-1

L11-WB00-1

L11-WB9B-1

L11-WC00-1

Black Base License Lamp Vertical Plane Mount 10 Sheathed Pigtail

Black Base License Lamp Vertical Plane Mount w/.180 Bullet 10 0.180” Bullet

Chrome Base License Lamp Vertical Plane Mounttail 10 Sheathed Pigtail

Part Numbers Description Std. Pack Connector

California Proposition 65
WARNING: This product can expose you to chemicals including lead, which is known to the State of  California to cause cancer, birth defects or other reproductive harm

L10/L11
DOT Rated 
LED License Lamp

Incorporating a new ultra-efficient lens design, TecNiq’s LED license lamps provide bright, even illumination that exceeds 
government requirements. TecNiq has incorporated the best materials to create a durable and bright LED lighting solution. 
Models L10 & L11 project about 2 inches from the mounting plane and are designed to meet DOT requirements. 
See www.TecNiqInc.com for complete details and a complete list of part numbers.

  Technical Features:
   SAE DOT rated

   IP68 Rated – Dust and Waterproof

   Available in our black or chrome finish

   Durable impact lens

   Easily mount using just (2) screws

Dimensions:

LEDs:

Current:

Wire:

Mounting:

Voltage:

2.25” x 2.2” x 0.72” (see diagram)

1

0.06A-0.11A

9” Pigtail
9” wire with 0.180” bullet

Surface mount using (2) screws

9-14V DC

Specifications

L10

Dimensions:

LEDs:

Current:

Wire:

Mounting:

Voltage:

2.25” x 1” x 0.72” (see diagram)

1

0.06A-0.11A

9” Pigtail
9” wire with 0.180” bullet

Surface mount using (2) screws

9-14V DC

L11

L10
Dimensions

L11
Dimensions

Light Duty Trailers 
Work Trucks 
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