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Dimensions:

LEDs:

Voltage:

Current:

Connector:

Mounting:

  Regular Grommet – 1”x 0.875”
  Large Grommet – 1.7”x 0.94”

1

9 - 14V DC

0.07A-0.9A

9” wire w/ 0.180” bullet

Grommet Mounts in 3/4” hole

Specifications

California Proposition 65
WARNING: This product can expose you to chemicals including lead, which is known to the State of  California to cause cancer, birth defects or other reproductive harm
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TecNiq Inc

L34
DOT RATED
LICENSE LAMP

L34-WB9B-1 

L34-WC9B-1 

L34-WG9B-1 

3/4” Bullet Style License Lamp W/.180 Bullets & Black Bracket 10 Sheathed Pigtail

3/4” Bullet Style License Lamp, Large Grommet w/ .180 bullets 10 Pigtail

3/4” Bullet Style License Lamp, Standard Grommet w/ .180 bullets 10 0.180” Bullets

Part Numbers              Description               Std   Connector

See www.TecNiqInc.com for more details and 
a complete list of part numbers.

Compact, yet bright - TecNiq’s L34, DOT rated License Lamp provides an IP68 rated for dust and water proof, durable imact 
resistant design. The L34 easily mounts into a standard 3/4” hole, and is also available with a large grommet or gracket style. 

  Technical features
   SAE DOT Rated

   IP68 Rated - Dust and water proof

   TecSeal Urethane Potting - Guaranteed Circuit Board Protection 

   Durable impact resistant lens

   Life performance over 50,000 hours


