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    Technical features
 FMVSS 108 – meets all standards for wide and narrow vehicles

 IP68 Rated - Dust and water proof with hermetic seal

 TecSeal Urethane Potting - Guaranteed Circuit Board Protection

 Impact resistant lens

 UV Resistant automotive grade polycarbonate lens

 Multiple mounting positions – horizontal, vertical, or any angle

 Rated LED Life - 50,000 hrs

 Lifetime Limited Warranty

Dimensions

LED’s

Current

Connector

Mounting

LED colors

Wire Colors

Bezel

15.52” x 1.28” x 0.48” (see diagram)

11

0.11A-0.15A Brake/Turn
0.25A-0.35A Reverse

9” wire

Surface mount using 2 screws (screws not included - screw covers supplied)

Red/White Combo

White Wire  =  Ground
Red Stripe

Red Wire    =  Stop/Turn Function

Black Wire  =  Tail Function

Yellow Wire =  Reverse Function

Chrome and Black available (bezel’s not included)

Specifications

T10-0B00-1

T10-0C00-1

T15-RCWB-1

T15-RCW0-1

Black Bezel 100 -

Chrome Bezel 100 -

Low Profile Red LED Clear Lens w/Reverse 100 .180 bullets

Low profile Red LED Clear Lens with Reverse 100 Pigtail

Part Numbers Description Std. Pack Connector

California Proposition 65
WARNING: This product can expose you to 
chemicals including lead, which is known to the 
State of  California to cause cancer, birth defects 
or other reproductive harm

T15
Low Profile Stop/
Tail/Turn/Reverse

Light Duty Trailers
Work Trucks
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See www.TecNiqInc.com for more details and a complete list of part numbers.


