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Dimensions:

LEDs:

Voltage:

Current:

Connector:

Mounting:

LED colors:

Grommet Mount - ∅4.22”x 0.96”
Flange Mount - ∅5.68”x 1.6”

1

9 - 14V DC

0.26A-0.34A White

9” Pigtail, Amp, and Tri-Pole Connector

Fits standard 4” mounting holes

White

Specifications

California Proposition 65
WARNING: This product can expose you to chemicals including lead, which is known to the State of  California to cause cancer, birth defects or other reproductive harm
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T41-WC0A-1 

T41-WC0B-1 

T41-WC0P-1 

4” Round 2x Reverse Lamp Grommet Amp 100 Amp

4` Round 2X Reverse Lamp Grommet .180 Bullet 100 0.180” Bullets

4” Round 2x Reverse Lamp Grommet w/Pigtail 100 Pigtail

Part Numbers              Description               Std Connector

The TecNiq T41 Incorporates our world-leading optic designs and a single ultra-bright LED source, this lamp exceeds the 
requirement for a single reverse lamp twice over. Made with top-quality circuit board materials, urethane potting and durable 
polycarbonate construction that you’ve come to expect from TecNiq, this lamp is sure to offer many years of trouble free service.

T41
HIGH BRIGHTNESS
REVERSE LIGHT

  Technical features
   Bright and durable reverse light

   Fits all industry standard 4” applications

   Certified for both, one or two backup lamp systems

   IP68 rating while exceeding FMVSS 108 standards

   Reliable performance over 50,000 hours

See www.TecNiqInc.com for more details and 
a complete list of part numbers.


