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    Technical features
 High output dome light - 480 lumens

 Low amp draw - 0.25A at 12VDC

 Guaranteed waterproof, sealed body that is immune 
     to shock and vibration

 Reliable performance over 50,000 hours 

     Standard grommet or flange mount models

Dimensions

LED’s

Current

Connector

Mounting

LED colors

Projection

4.31” x 0.94”  /  5.48 x 1.01” (see diagram)

8

0.35A-0.48A

9” pigtail w/ 0.180” Bullet

Grommet Mount or Surface Mount using (3) screws

White

Specifications

T40-0G00-1

T40-0G20-1

T40-0S00-1

T44-WD0B-1

T44-WDFB-1

4” Round Grommet 100 -

4” Round Grommet High Grip 100 -

4” Round Trim Ring SS 100 -

4” Round 8 LED Grommet Mount Dome Light w/ .180 Bullets 100 0.180” Bullets

4” Round 8 LED Flange Mount Dome Light w/ .180 Bullets 100 0.180” Bullets

Part Numbers Description                         Std. Pack    Connector

California Proposition 65
WARNING: This product can expose you to chemicals 
including lead, which is known to the State of  California 
to cause cancer, birth defects or other reproductive harm

T44
4” Round High 
Output Dome Light

Light Duty Trailers
Work Trucks

Emergency

See www.tecniqinc.com for more details and a complete list of part numbers.


