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Dimensions:

Connector:

20’, 25’, 30’, and 35’

4 Pole

Specifications

California Proposition 65
WARNING: This product can expose you to chemicals including lead, which is known to the State of  California to cause cancer, birth defects or other reproductive harm
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T99-0090-1

T99-0091-1

T99-0092-1

T99-0093-1

20’ 4 Pole wire harness

25’ 4 Pole wire harness

30’ 4 Pole wire harness

35’ 4 Pole wire harness

Part Numbers              Description                      

Introducing TecNiq’s T99 Wiring Harnesses. Understanding that quality is what you have come to expect from 
TecNiq, we have incorporated high quality GPT wire, featuring stranded bare copper conductor. PVC insulation is 
used to protect the wiring from temperatures ranging from -40oC to +80oC.

Simplicity, and durability in four standard sizes. 

T99
4-POLE 
WIRING 
HARNESS

See www.TecNiqInc.com for 
more details and a complete 

list of part numbers.

WHITE (Ground)

BROWN (Tail)
YELLOW (Brake)

GREEN (Brake)

Overall 
Length 
Varies by 
Part 
Number

30”

  Technical features
   Ergonomic plug, provides grip for easier plug 
   and unplugging from your vehicle

   The 4-Pin design is an industry standard for taillights, 
   brake lights, and turn lights

   Bonded wires and molded rubber protect 
   by SAE J-1128 standards


